BRAIDING MACHINES 
HIGH SPEED ROTARY TYPE 

for CORDS, COVERINGS OF HOSES and SHIELDING of WIRES. 


*MODEL NO OF TM - 901 
SERIES IS FOR WIRES 
BRAIDING. 

*WE ALSO HAVE THE 16 
& 16 CARRIER DOUBLE 
DECKS HIGH SPEED 
ROTARY TYPE BRAIDER 
AND 24 & 24 CARRIER 
DOUBLE DECKS BRAIDER. 

KINDS OF WIRE AVAILABLE: 

Annealed Copper Wire: 

0.25mm 1 to 7 ends 

0.15mm 1 to 13 ends 

0.13mm 1 to 13 ends 

0.09mm 2 to 13 ends 

0.08mm 2 to 13 ends 

Soft Steel, Soft Bronze and Aluminum 
Wires not to exceed 0.3mm. diameter 
and seven ends per package. 




TM-902: 24 CARRIERS BRAIDERS (for YARN) 


TYPICAL SHIELDING APPLICATIONS. 


RAPID BRAIDING MACHINE 


MACHINE DIMENSIONS (m/m) Standard 24 CARRIER BRAIDER 


( 1 , 100 ) 



1,470 

(1,370) 


FIG. in( ) 16 CARRIER BRAIDER. 


SPECIFICATIONS: 


DESCRIPTION 

16 CARRIER BRAIDER. 

24 CARRIER BRAIDER. 

CARRIER SPEED 

UP TO 150RPM. 

UP TO 110 RPM. 

DRIVING PULLEY SPEED 

UP TO 460 RPM. 

UP TO 506 RPM. 

RATION PULLEY SPEED TO 
CARRIER SPEED. 

3.05 : 1 

4.6:1 

CAPSTAN 

450mm x 75mm 

61 0mm x 140mm 

BEATER OPENING DIA. 

14.3mm 

28.5mm 

FLEXIBLE CONDUCTOR 
CORE DIA 

12.7mm 

28.5mm 

MOTOR 

1 HP. 

3HP. 

NET WEIGHT. 

200 KGS. 

400 KGS. 



TAIWAN BRAIDING & WEAVING MACHINERY CO., LTD. 
CHI| YIH ENTERPRISE CO,. LTD. 

8 LANE 223, SHI SHING ROAD, HAO SHIOU U. HER MEI, CHANG HUA, 
TAIWAN, R.O.C. 

18 LANE 394, CHANG TSAO ROAD, CHANG HUA, TAIWAN, R.O.C. 

TEL: (CM) 752-6786 . 756-0979 

P.O. BOX: 237, CHANG HUA, TAIWAN, R.O.C. 

FAX: 886-4-7614698 



